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In line with its policy to continually improve its products, 
CRES COR reserves the right to change materials and 
specifi cations without notice.
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R-171-SUA-20

SHORT FORM SPECIFICATIONS

Cres Cor Refrigerated Cabinet Model
R-171-SUA-20. Cabinet 22 ga. 304 stainless steel; 
stainless steel internal frame. (20) sets of wire 
universal angles for multiple pan sizes, adjustable 
spacing every 1-1/2". Doors, 22 ga. 304 stainless 
steel. Fiberglass insulation in sides 2"; doors, base, 
top 1-1/2". Interior coved corners.  1/3 h.p. 
compressor, 120 Volts.  One piece insulated base, 
.125 aluminum. 6" casters, (2) rigid and (2) swivel 
with brakes, Zerk fi ttings. Load capacity 450 lbs. 
each. Perimeter bumper. 2 year parts 
warranty. Provide the following accessories: 
 ______  ______ ______ . CSA-US/C, CSA to 
NSF7 listed. 

CABINET:
Body: 22 ga. 304 stainless steel.
Reinforcement: Internal framework of 16 ga. stainless steel. 
Insulation: Fiberglass, thermal conductivity (K factor) is .23 at 
75˚F. 1-1/2" in doors, base, top; 2" in sidewalls.
Push/pull handles (2).
Interior coved corners.

BASE:
One piece construction, .125 aluminum.
Casters: 6" dia., modulus tires, 2" wide, load cap. 450 lbs. 
each, temp. range -45˚/+180˚F. Zerk fi ttings. Two rigid and two 
swivel casters with brakes.
Perimeter bumper: 1 x 1 gray non-marking rubber.

DOORS:
Formed 22 ga. 304 stainless steel.
Extruded handles.
Transport latches.
Hinges: Heavy duty chrome plated steel.
Gaskets: Perimeter type, magnetic Santoprene.
Pan stops: Embossed.

PAN SLIDES:
Wire angles (.306 dia.), nickel chrome plated steel, mounted on 
lift-off posts.
Spaced on 4-1/2" centers; adjustable on 1-1/2" centers.
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ELECTRICAL COMPONENTS:
Thermostat: Pre-set to 38˚ F (3.3˚ C).
Pilot light.
Switch.
Power cord: Permanent, 10 ft., 14/3 ga. with molded plug.
Compressor: 1/3 h.p.
Condensate evaporator: Electrical.
R134a refrigerant.
Vent fan

POWER REQUIREMENTS:
120 Volts, 60 Hz., single phase, 15 Amp. service.
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 CRES COR PAN DIM “A” DIM “B” DIM “C” INSIDE DIMENSIONS WEIGHT

 MODEL NO. CAP/ANGLES SIZE  WIDTH DEPTH HEIGHT *WIDTH DEPTH HEIGHT  ACT.

  20 SEE NOTE IN 62 35-1/2 74-3/4 22 28 46-3/4 LBS 580
 R-171-SUA-20

 SETS  BELOW MM 1575 905 1900 560 715 1190 KG 263

NOTES: 1. Pan sizes 22" x 20" (55.8 x 50.8) Roast & Bake Pans, 10" x 20" (25.4 x 50.8) Roast & Bake Pans, 18" x 26" (45.7 x 66.0)
NOTES: 1. Bun Pans, 14" x 18" (35.5 x 45.7) Service Trays, 12" x 20" (30.4 x 50.8) Steam Table Pans.
NOTES: 1. Refer to Pan Size Chart at end of section.
NOTES: *Dimensions for each side.

ALL CONSTRUCTION IS RIVETED, WELDED AND FINISHED.


